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Wanabiwoods Desire SPC is a 4mm thick product with a 0.55mm wear layer and a 1mm built in underlay and is
suitable for Residential and heavy commercial use.

Failure to follow these guidelines could result in any warranty being deemed null and void if such can be
established.

Wanabiwood Desire SPC should be acclimatised prior to installation, this should be at least 48 hours before the
installation and in the room where the installation will take place. It is advised to open the boxes for the most
suitable acclimatisation.

Wanabiwood Desire SPC can be fitted over underfloor heating provided that the heated area covers 85% of the floor
space and a floor probe thermostat is installed and set to no more than 27 Degrees. Heavy rugs should not be placed
over any underfloor heated areas. No coir, Sisal or rubber backed mats should be placed over this product.

Subfloor Preparation

Sub floor preparation is the most important factor when installing any type of flooring, it is the foundation
for a successful installation and as such should be followed to the letter.

Although Desire SPC is water resistant we advise that a suitable moisture barrier be installed underneath
the Desire SPC, failure to do so will invalidate any claim related to moisture from below the flooring.

Wanabiwood supplies a 80 Micron, LDPE virgin plastic in a roll size of 30m x 3m, this should be laid on top
of the sub floor, and the SPC should be installed on top of this, a 30cm overlap of the joints on the plastic
should be made. (Note, combi lay must not be used, or any other type of underlay)

Subfloor should be smooth, flat, and free of cracks and have a maximum 3mm gradient over a 3m section,
any variance over to this will require remedial action. The floor should also be free of old underlay residue,
bitumen, oils and chemical residue. (Should there be residue of any of the above then this has to be
removed by either scraping of grinding of the floor and remedial repairs made to any imperfections
incurred during the removal)

Take special care to ensure there is no dust or small stones left on the sub floor as this will be detrimental
to the installation and could work their way through to the surface of the product over time.

If fitting over existing tiles, these should be level with no height differences above 2mm, any grout lines
over 5mm should be filled and smoothed.
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Step by step process for installing Desire SPC CLICK:

Tools Required, sharp utility knife, tape measure, pencil, chalk line, spacers, tapping block (optional)
(jigsaw-optional)

1.

10.

11.

12.

Measure the room and find the centre line along the long length of the room, mark with a chalk line. (planks
should be laid, long way towards the main light source)

Measure the distance from wall to wall to ensure that both sides of the room will have an even plank width
on the finished job, avoid a small piece of plank on the last row.

Planks should be fitted from left to right and should be fitted randomly and in the same direction with a
minimum 350mm overlap on the short end joints for aesthetics and strength in the joint.

Open several boxes and take planks randomly from all boxes to ensure a good pattern mix on the floor.
Although all planks are checked for defects at the factory, (we highly recommend that a visual inspection of
each plank is made as you lay them). Wanabiwood cannot be held liable should faulty planks be fitted.

Mark a starting line, parallel to your centre line that ensures even width on both sides of the room and cut,
using a sharp knife (or jigsaw) the first row of boards to match the wall, ( by working this way you will insure
the installation looks square when finished)

Working from left to right, lay the first plank in position ensuring that a minimum 8mm expansion gap exists
on both the short end and long side of the plank. The flat open joint on the board should be facing away
from the wall on the long edge and to your right on the short end.

Take the second plank, insert the short end into the first plank at an angle of 30 degrees and lay flat ensuring
the joint is tight. Continue in this manner until you reach the end of the row.

Take the cut off from the end and use this plank as the start of row 2 providing it will give you a minimum
350mm over-lap on the short end joints. Insert the long edge into the first row at an angle of 30 degrees,
push towards the wall and lay flat, ensuring the joint is tight (a tapping block can make this easier by tapping
the opposing long end towards the existing plank, tap gently until joint is closed.)

Take the next plank, insert the short end into the existing plank at the same angle and lay down once again,
hold the long edge at a 30 degree angle and push firmly towards the existing installed long joint on the floor,
engage lock and lay flat, (use tapping block if necessary to ensure tight joint)

Continue in the above until the floor is finished, the last row can be cut by laying a plank exactly on the next
to last row and using another full board against the wall to template the final cut on the long edge.

Cutting around door frames should be templated out and the 8mm expansion joint should also be left, you
can cut with a sharp blade or a jigsaw fitted with a fine tooth blade that cuts on the downward stroke.
Where a floor length exceeds 15m, then we recommend an expansion gap be cut and covered with a
suitable profile.
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Maintenance after installation:

Always clean with a micro fibre mop or a soft broom

Use walk of mats at all entrances to the property, this will reduce grit, sand and dust to the floor
Use felt pads under all furniture, this will reduce any risk of marking the floor

Sharp objects can damage the flooring

Castor wheel chairs should be fitted with soft castors or the use of a chair mat should be adopted

Sweep regularly to remove dust and use a damp cloth or damp micro fibre mop to clean on a weekly basis or as
required, do not use harsh chemicals, dishwashing liquid or polish on the floor

Should you manage to mark or damage the floor, please contact wanabiwood for further advice?

Failure to follow the above could invalidate any warranty offered by Wanabiwood on their Desire product.
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